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re ̄ect sunlight outdoors

GLASSFIBRE

Serge 600 OF = 5% re ̄ect sunlight outdoors

ã D

Colours & references

Serge 600  / 0202 white | white

front back

Serge 600  / 0302 sand | white

front back

Serge 600  / 0802 linen | white

front back

Serge 600  / 0303 sand | sand

front back

Serge 600  / 0808 linen | linen

front back

www.copaco.be

Free use of our database
Free sample material R ask for it now#

Serge 600  / 0261 white | white-pearl grey

front back

Serge 600  / 0782 pearl grey | white-sand

front back

Serge 600  / 0807 linen | pearl grey

front back

Serge 600  / 0103 grey | sand

front back

Serge 600  / 0311 sand | bronze

front back
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GLASSFIBRE

Serge 600 OF = 5% re ̄ect sunlight outdoors

ã D

Colours & references

Serge 600  / 0102 grey | white

front back

www.copaco.be

Free use of our database
Free sample material R ask for it now#

Serge 600  / 0207 white | pearl grey

front back

Serge 600  / 0707 pearl grey | pearl grey

front back

Serge 600  / 0702 pearl grey | white

front back

Serge 600  / 0161 grey | white-pearl grey

front back

Serge 600  / 0381 sand | yellow-linen

front back

Serge 600  / 0706 pearl grey | yellow

front back

Serge 600  / 0606 yellow | yellow

front back

Serge 600  / 0704 pearl grey | gold

front back

Serge 600  / 0404 gold | gold

front back



GLASSFIBRE

Serge 600 OF = 5% re ̄ect sunlight outdoors

ã D

12

Colours & references

Serge 600  / 0879 linen | grey-gold

front back

Serge 600  / 0803 linen | sand

front back

Serge 600  / 0505 mandarine | mandarine

front back

www.copaco.be

Free use of our database
Free sample material R ask for it now#

Serge 600  / 0112 grey | green

front back

Serge 600  / 0106 grey | yellow

front back

Serge 600  / 0114 grey | turquoise

front back

Serge 600  / 0105 grey | mandarine

front back

Serge 600  / 0104 grey | gold

front back

Serge 600  / 0203 white | sand

front back
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Serge 600  / 3231 duck egg

front back

Serge 600  / 3232 wet sand

front back

Serge 600  / 3332 soft clay

front back

Serge 600  / 3333 sandstone

front back

Serge 600  / 3301 oyster shell

front back

Colours & references

Serge 600  / 0816 linen | bordeaux

front back

www.copaco.be

Free use of our database
Free sample material R ask for it now!

Serge 600  / 0174 grey | yellow-green

front back

Serge 600  / 0157 grey | blue azure-green

front back

Serge 600  / 0815 linen | lichen

front back

ARCHITECTS'

SELECTION
ARCHITECTS'

SELECTION

ARCHITECTS'

SELECTION
ARCHITECTS'

SELECTION
ARCHITECTS'

SELECTION
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Serge 600  / 3131 jade river

front back

Colours & references

Serge 600  / 0909 blue azure | blue azure

front back

Serge 600 13
5 

cm

16
0 

cm

19
0 

cm

22
0 

cm

25
0 

cm

27
0 

cm

0202/white | white �t �t �t �t �t �t �t
0802/linen | white �t �t �t �t �t �t
0808/linen | linen �t �t �t �t �t �t
0302/sand | white �t �t �t �t �t �t
0303/sand | sand �t �t �t �t �t �t
0261/white | white-pearl grey �t
0782/pearl grey | white-sand �t
0807/linen | pearl grey �t
0103/grey | sand �t �t �t �t �t �t �t
0311/sand | bronze �t �t �t �t �t �t
0702/pearl grey | white �t �t �t �t �t �t
0207/white | pearl grey �t �t �t �t �t �t
0707/pearl grey | pearl grey �t �t �t �t �t �t �t
0161/grey | white-pearl grey �t
0102/grey | white �t �t �t �t �t �t �t
0381/sand | yellow-linen �t
0706/pearl grey | yellow �t
0606/yellow | yellow �t �t
0704/pearl grey | gold �t
0404/gold | gold �t �t
0112/grey | green �t
0106/grey | yellow �t
0104/grey | gold �t �t �t �t �t �t
0105/grey | mandarine �t �t �t �t �t �t
0114/grey | turquoise �t

* width up to 350 cm on request

UNIQUE

STANDARD 

WIDTH*

Serge 600  / 0709 pearl grey | blue azure

front back

Serge 600  / 0109 grey | blue azure

front back

Serge 600  / 0714 pearl grey | turquoise

front back

Serge 600  / 0170 grey | pearl grey-blue azure

front back

32
0 

cm

ARCHITECTS'

SELECTION
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Serge 600 13
5 

cm

16
0 

cm

19
0 

cm

22
0 

cm

25
0 

cm

27
0 

cm

0203/white | sand �t �t �t �t �t �t
0803/linen | sand �t
0879/linen | grey-gold �t
0505/mandarine | mandarine �t
0816/linen | bordeaux �t
3232/wet sand �t
3231/duck egg �t
3332/soft clay �t
3333/sandstone �t
3301/oyster shell �t
0174/grey | yellow-green �t
0157/grey | blue azure-green �t
0815/linen | lichen �t
3131/jade river �t
0709/pearl grey | blue azure �t �t �t �t �t �t
0714/pearl grey | turquoise �t
0109/grey | blue azure �t �t �t �t �t �t
0909/blue azure | blue azure �t �t
0170/grey | pearl grey-blue azure �t
0172/grey | charcoal-turquoise �t
0101/grey | grey �t �t �t �t �t �t �t
0110/grey | charcoal �t �t �t �t �t �t �t
1111/bronze | bronze �t �t �t �t �t �t
1011/charcoal | bronze �t
1010/charcoal | charcoal �t �t �t �t �t �t �t

Serge 600  / 1011 charcoal | bronze

front back

* width up to 350 cm on request

Colours & references

Serge 600  / 0110 grey | charcoal

front back

Serge 600  / 1010 charcoal | charcoal

front back

Serge 600  / 1111 bronze | bronze

front back

Serge 600  / 0101 grey | grey

front back

Serge 600  / 0172 grey | charcoal-turquoise

front back

UNIQUE

STANDARD 

WIDTH*

32
0 

cm
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Technical speci® cations
TECHNICAL SPECIFICATION UNITY STANDARD RESULT
composition Glass® bre 42% - PVC 58%
openness factor % NBN EN 410 5%
weight g/m2 NF EN 12127 535
thickness mm ISO 5084 0,55

density yarn/cm
warp

ISO 7211/2
18

weft 14
colour fastness to arti® cial light ISO 105 B02 >7
colour fastness to arti® cial weathering ISO 105 B04 >7

tear strength original daN
warp

ISO 4674-1 method 2
8,5

weft 7,5

elongation up to break original %
warp

ISO 1421
3,1

weft 2,75

breaking strength original daN/5 cm
warp

ISO 1421
260

weft 225

elongation up to break
after colour fastness to arti® cial 
weathering

%
warp

ISO 1421
3,5

weft 2,8

breaking strength
after colour fastness to arti® cial 
weathering

daN
warp

ISO 1421
240

weft 225

elongation up to break after colour fastness to arti® cial light %
warp

ISO 1421
4

weft 2,9

breaking strength after colour fastness to arti® cial light daN/5 cm
warp

ISO 1421
240

weft 220

tear strength after climatic chamber -30!C daN
warp

ISO 4674-1 method 2
7,8

weft 7,5

elongation up to break after climatic chamber -30!C %
warp

ISO 1421
3

weft 2,5

breaking strength after climatic chamber -30!C daN/5 cm
warp

ISO 1421
225

weft 200

tear strength after climatic chamber +70!C daN
warp

ISO 4674-1 method 2
8,2

weft 7,2

elongation up to break after climatic chamber +70!C %
warp

ISO 1421
2,85

weft 2,5

breaking strength after climatic chamber +70!C daN/5 cm
warp

ISO 1421
180

weft 185
air permeability l/m2.s ISO 9237 580

® re classi® cation

France NF P92-503 M1
Italy UNI 9177 Class 1
Germany DIN 4102 B1
UK BS 5867 C
USA NFPA 701 FR

roll length 50m / 30m for all widths > 270cm
cleaning with soapy water
confection by heat, high frequency or ultrasonic welding T
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Solar energetic properties

Serge 600

European Standard EN 14501
Calculation G-value according to EN 13363-1+A1: 2007

SOLAR ENERGETIC PROPERTIES

VISUAL 
PROPER-

TIESFABRIC

FABRIC + GLAZING
EXTERIOR INTERIOR

G-factor = 
total solar energy transmittance
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front back
Serge 600
0202

white | white
front 13,2 65,9 21,0 0,22 0,20 0,15 0,10 0,36 0,37 0,36 0,25 21,2 4,3
back 12,7 66,3 21,0 0,22 0,19 0,15 0,10 0,35 0,37 0,36 0,25 21,2 4,3

Serge 600
0802

linen | white
front 26,4 58,2 15,5 0,20 0,17 0,13 0,09 0,39 0,41 0,38 0,26 13,7 5,3
back 28,1 56,4 15,5 0,20 0,17 0,13 0,09 0,40 0,42 0,39 0,26 13,7 5,3

Serge 600
0808

linen | linen
front 32,5 52,5 14,9 0,21 0,17 0,13 0,09 0,43 0,43 0,40 0,26 12,9 5,8
back 32,4 52,7 14,9 0,20 0,17 0,13 0,09 0,42 0,43 0,40 0,26 12,9 5,8

Serge 600
0302

sand | white
front 39,1 49,2 11,7 0,19 0,16 0,11 0,08 0,44 0,45 0,41 0,27 10,2 4,9
back 43,6 44,6 11,7 0,20 0,17 0,12 0,09 0,47 0,47 0,42 0,27 10,2 4,9

Serge 600
0303

sand | sand
front 54,1 36,5 9,4 0,20 0,16 0,11 0,09 0,51 0,51 0,45 0,28 7,7 4,9
back 53,6 37,0 9,4 0,20 0,16 0,11 0,08 0,51 0,51 0,45 0,28 7,7 4,9

Serge 600
0261

white | 
white-pearl grey

front 27,7 59,8 12,4 0,17 0,15 0,11 0,08 0,38 0,40 0,38 0,26 11,6 3,4
back 23,4 64,2 12,4 0,16 0,14 0,10 0,07 0,35 0,37 0,36 0,25 11,6 3,4

Serge 600
0782

pearl grey | 
white-sand

front 48,7 42,6 8,7 0,18 0,15 0,10 0,08 0,48 0,48 0,43 0,27 7,8 6,1
back 52,4 38,9 8,7 0,19 0,15 0,10 0,08 0,50 0,50 0,44 0,27 7,8 6,1

Serge 600
0807

linen | pearl grey
front 45,7 43,5 10,8 0,20 0,16 0,11 0,08 0,47 0,48 0,43 0,27 9,1 5,0
back 42,1 47,1 10,8 0,19 0,16 0,11 0,08 0,45 0,46 0,42 0,27 9,1 5,0

Serge 600
0103

grey | sand
front 68,8 26,5 4,7 0,19 0,15 0,09 0,08 0,56 0,56 0,48 0,29 4,5 3,9
back 73,8 21,5 4,7 0,20 0,15 0,10 0,08 0,59 0,59 0,50 0,29 4,5 3,9

Serge 600
0311

sand | bronze
front 73,2 21,1 5,7 0,21 0,16 0,10 0,09 0,60 0,59 0,50 0,29 5,0 4,0
back 66,3 28,0 5,7 0,19 0,15 0,10 0,08 0,56 0,55 0,48 0,28 5,0 4,0

Serge 600
0702

pearl grey | 
white

front 37,4 50,9 11,7 0,19 0,16 0,11 0,08 0,43 0,44 0,40 0,26 9,9 5,4
back 41,4 46,9 11,7 0,19 0,16 0,11 0,08 0,45 0,46 0,42 0,27 9,9 5,4

Serge 600
0207

white | pearl 
grey

front 40,9 47,6 11,5 0,19 0,16 0,11 0,08 0,45 0,46 0,42 0,27 10,7 6,0
back 33,2 55,3 11,5 0,18 0,15 0,11 0,08 0,40 0,42 0,39 0,26 10,7 6,0
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Solar energetic properties

Serge 600

European Standard EN 14501
Calculation G-value according to EN 13363-1+A1: 2007

SOLAR ENERGETIC PROPERTIES

VISUAL 
PROPER-

TIESFABRIC

FABRIC + GLAZING
EXTERIOR INTERIOR

G-factor = 
total solar energy transmittance
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front back
Serge 600
0707

pearl grey | 
pearl grey

front 51,7 38,3 10,1 0,20 0,16 0,11 0,09 0,50 0,50 0,44 0,27 8,4 6,0
back 50,5 39,4 10,1 0,20 0,16 0,11 0,09 0,50 0,50 0,44 0,27 8,4 6,0

Serge 600
0161

grey | 
white-pearl grey

front 63,0 33,2 3,9 0,17 0,13 0,08 0,07 0,52 0,53 0,46 0,28 3,6 3,0
back 70,9 25,2 3,9 0,19 0,14 0,09 0,08 0,57 0,57 0,49 0,29 3,6 3,0

Serge 600
0102

grey | white
front 56,2 37,2 6,7 0,18 0,14 0,09 0,08 0,50 0,51 0,45 0,28 6,6 5,5
back 66,4 26,9 6,7 0,20 0,16 0,10 0,08 0,56 0,56 0,48 0,28 6,6 5,5

Serge 600
0381

sand | 
yellow-linen

front 44,6 47,6 7,8 0,17 0,13 0,09 0,07 0,44 0,46 0,41 0,27 5,5 3,7
back 47,6 44,6 7,8 0,17 0,14 0,09 0,07 0,46 0,47 0,42 0,27 5,5 3,7

Serge 600
0706

pearl grey | 
yellow

front 44,6 42,5 13,0 0,21 0,18 0,13 0,09 0,48 0,48 0,43 0,27 10,9 5,4
back 45,9 41,1 13,0 0,22 0,18 0,13 0,09 0,49 0,49 0,44 0,27 10,9 5,4

Serge 600
0606

yellow | yellow
front 28,8 49,7 21,5 0,26 0,22 0,17 0,12 0,45 0,45 0,41 0,27 20,2 4,1
back 28,6 49,9 21,5 0,26 0,22 0,17 0,12 0,45 0,45 0,41 0,27 20,2 4,1

Serge 600
0704

pearl grey | gold
front 49,3 40,8 9,9 0,19 0,16 0,11 0,08 0,49 0,49 0,44 0,27 7,8 6,2
back 50,9 39,2 9,9 0,20 0,16 0,11 0,08 0,50 0,50 0,44 0,27 7,8 6,2

Serge 600
0404

gold | gold
front 35,4 48,6 16,0 0,22 0,19 0,14 0,01 0,45 0,46 0,41 0,27 9,4 4,9
back 35,0 49,0 16,0 0,22 0,19 0,14 0,01 0,45 0,45 0,41 0,27 9,4 4,9

Serge 600
0112

grey | green
front 70,1 23,5 6,5 0,21 0,16 0,10 0,09 0,58 0,58 0,49 0,29 6,0 5,4
back 73,7 19,9 6,5 0,22 0,17 0,11 0,09 0,60 0,60 0,50 0,29 6,0 5,4

Serge 600
0106

grey | yellow
front 64,6 29,0 6,4 0,20 0,15 0,10 0,08 0,55 0,55 0,47 0,28 6,2 4,4
back 71,4 22,2 6,4 0,21 0,16 0,11 0,09 0,59 0,58 0,50 0,29 6,2 4,4

Serge 600
0104

grey | gold
front 65,5 29,5 4,9 0,18 0,14 0,09 0,08 0,55 0,55 0,47 0,28 4,3 3,7
back 72,3 22,8 4,9 0,20 0,15 0,10 0,08 0,59 0,58 0,49 0,29 4,3 3,7

Serge 600
0105

grey | mandarine
front 65,6 27,7 6,8 0,20 0,16 0,10 0,08 0,56 0,56 0,48 0,28 5,7 5,1
back 71,5 21,7 6,8 0,21 0,17 0,11 0,09 0,59 0,59 0,50 0,29 5,7 5,1
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Solar energetic properties

Serge 600

European Standard EN 14501
Calculation G-value according to EN 13363-1+A1: 2007

SOLAR ENERGETIC PROPERTIES

VISUAL 
PROPER-

TIESFABRIC

FABRIC + GLAZING
EXTERIOR INTERIOR

G-factor = 
total solar energy transmittance
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front back
Serge 600
0114

grey | turquoise
front 63,8 28,9 7,3 0,20 0,16 0,10 0,08 0,55 0,55 0,47 0,28 6,3 6,0
back 68,8 23,8 7,3 0,21 0,17 0,11 0,09 0,58 0,58 0,49 0,29 6,3 6,0

Serge 600
0203

white | sand
front 36,8 49,0 14,2 0,18 0,15 0,11 0,08 0,42 0,44 0,41 0,26 12,6 7,4
back 29,8 56,0 14,2 0,17 0,15 0,11 0,07 0,38 0,41 0,38 0,26 12,6 7,4

Serge 600
0803

linen | sand
front 49,3 43,9 6,8 0,17 0,13 0,09 0,07 0,46 0,47 0,43 0,27 4,9 2,0
back 44,9 48,3 6,8 0,16 0,13 0,08 0,07 0,44 0,45 0,41 0,27 4,9 2,0

Serge 600
0879

linen | grey-gold
front 50,0 38,8 11,2 0,21 0,17 0,12 0,09 0,50 0,50 0,44 0,27 9,1 6,6
back 45,6 43,2 11,2 0,20 0,16 0,11 0,09 0,48 0,48 0,43 0,27 9,1 6,6

Serge 600
0505

mandarine | 
mandarine

front 37,7 45,0 17,3 0,24 0,20 0,15 0,11 0,47 0,47 0,42 0,27 8,3 5,6
back 37,4 45,3 17,3 0,24 0,20 0,15 0,11 0,47 0,47 0,42 0,27 8,3 5,6

Serge 600
0816

linen | bordeaux
front 63,4 26,1 10,5 0,23 0,19 0,13 0,01 0,57 0,57 0,48 0,29 8,4 4,2
back 54,3 35,3 10,5 0,21 0,17 0,12 0,09 0,52 0,52 0,45 0,28 8,4 4,2

Serge 600
3232

wet sand
front 63,8 27,9 8,3 0,21 0,17 0,11 0,09 0,56 0,56 0,48 0,28 7,4 6,9
back 63,8 27,9 8,3 0,21 0,17 0,11 0,09 0,56 0,56 0,48 0,28 7,4 6,9

Serge 600
3231

duck egg
front 70,4 22,5 7,1 0,21 0,17 0,11 0,09 0,59 0,58 0,50 0,29 6,6 6,2
back 67,6 25,3 7,1 0,21 0,16 0,11 0,09 0,57 0,57 0,49 0,29 6,6 6,2

Serge 600
3332

soft clay
front 67,5 24,7 7,8 0,21 0,17 0,11 0,09 0,58 0,57 0,49 0,29 7,3 7,0
back 69,7 22,5 7,8 0,22 0,17 0,11 0,09 0,59 0,58 0,50 0,29 7,3 7,0

Serge 600
3333

sandstone
front 72,4 20,5 7,1 0,22 0,17 0,11 0,09 0,60 0,59 0,50 0,29 6,8 6,6
back 72,5 20,4 7,1 0,22 0,17 0,11 0,09 0,60 0,59 0,50 0,29 6,8 6,6

Serge 600
3301

oyster shell
front 74,7 17,0 8,3 0,23 0,19 0,12 0,10 0,62 0,61 0,51 0,29 8,0 7,9
back 73,3 18,4 8,3 0,23 0,18 0,12 0,10 0,62 0,60 0,51 0,29 8,0 7,9

Serge 600
0174

grey | 
yellow-green

front 67,8 29,2 3,0 0,17 0,13 0,08 0,07 0,55 0,55 0,47 0,28 2,7 2,3
back 74,4 22,6 3,0 0,18 0,14 0,09 0,07 0,58 0,58 0,49 0,29 2,7 2,3
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GLAZING A = clear single glazing 4 mm Gv = 0,85

GLAZING B = clear double glazing (4/12/4), space ® lled with air Gv = 0,76

GLAZING C = double glazing (4/16/4), with a low  emissivity coating in position 3, space ® lled with argon Gv = 0,59

GLAZING D = re  ̄ective double glazing (4/16/4), with a low emissivity coating in position 2, space ® lled with argon Gv = 0,32

Solar energetic properties

Serge 600

European Standard EN 14501
Calculation G-value according to EN 13363-1+A1: 2007
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front back
Serge 600
0157

grey | blue 
azure-green

front 74,3 21,0 4,6 0,20 0,15 0,10 0,08 0,60 0,59 0,50 0,29 3,7 3,4
back 77,3 18,1 4,6 0,21 0,16 0,10 0,08 0,61 0,60 0,51 0,29 3,7 3,4

Serge 600
0815

linen | lichen
front 70,6 21,1 8,3 0,23 0,18 0,12 0,09 0,60 0,59 0,50 0,29 7,8 3,9
back 59,7 32,0 8,3 0,20 0,16 0,11 0,09 0,54 0,54 0,47 0,28 7,8 3,9

Serge 600
3131

jade river
front 75,0 17,9 7,1 0,22 0,18 0,11 0,09 0,62 0,61 0,51 0,29 7,0 6,8
back 75,0 17,9 7,1 0,22 0,18 0,11 0,09 0,62 0,61 0,51 0,29 7,0 6,8

Serge 600
0709

pearl grey | 
blue azure

front 61,5 31,0 7,5 0,20 0,16 0,10 0,08 0,54 0,54 0,47 0,28 4,4 3,4
back 57,3 35,2 7,5 0,19 0,15 0,10 0,08 0,52 0,52 0,45 0,28 4,4 3,4

Serge 600
0714

pearl grey | 
turquoise

front 50,6 39,1 10,3 0,20 0,16 0,11 0,09 0,50 0,50 0,44 0,27 7,1 5,1
back 50,7 39,0 10,3 0,20 0,16 0,11 0,09 0,50 0,50 0,44 0,27 7,1 5,1

Serge 600
0109

grey | blue azure
front 76,0 18,4 5,6 0,21 0,16 0,10 0,09 0,61 0,60 0,51 0,29 4,7 4,6
back 77,6 16,8 5,6 0,22 0,17 0,11 0,09 0,62 0,61 0,51 0,29 4,7 4,6

Serge 600
0909

blue azure | 
blue azure

front 61,7 26,2 12,1 0,24 0,20 0,13 0,10 0,58 0,57 0,48 0,29 4,9 4,9
back 62,1 25,8 12,1 0,24 0,20 0,13 0,10 0,58 0,57 0,49 0,29 4,9 4,9

Solar energetic properties
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Need a calculation of the G-factor with an other type of glass? 
Copaco helps you# Visit the database on our website. 

www.copaco.be

Solar energetic properties

Serge 600

European Standard EN 14501
Calculation G-value according to EN 13363-1+A1: 2007

SOLAR ENERGETIC PROPERTIES
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front back
Serge 600
0170

grey | pearl 
grey-blue azure

front 73,4 23,0 3,6 0,19 0,14 0,09 0,08 0,58 0,58 0,49 0,29 3,0 2,9
back 76,5 19,8 3,6 0,20 0,15 0,09 0,08 0,60 0,59 0,50 0,29 3,0 2,9

Serge 600
0172

grey | charcoal-
turquoise

front 77,1 18,4 4,5 0,20 0,16 0,10 0,08 0,61 0,60 0,51 0,29 4,2 4,1
back 78,8 16,7 4,5 0,21 0,16 0,10 0,08 0,62 0,61 0,51 0,29 4,2 4,1

Serge 600
0101

grey | grey
front 81,3 15,1 3,5 0,20 0,16 0,10 0,08 0,63 0,62 0,52 0,30 3,6 3,5
back 81,4 15,1 3,5 0,20 0,16 0,10 0,08 0,63 0,62 0,50 0,30 3,6 3,5

Serge 600
0110

grey | charcoal
front 86,5 9,9 3,6 0,22 0,16 0,10 0,09 0,66 0,64 0,54 0,30 3,6 3,4
back 83,8 12,6 3,6 0,21 0,16 0,10 0,08 0,64 0,63 0,53 0,30 3,6 3,4

Serge 600
1111

bronze | bronze
front 88,0 8,1 3,9 0,22 0,17 0,10 0,09 0,67 0,65 0,54 0,30 3,8 3,8
back 87,7 8,4 3,9 0,22 0,17 0,10 0,09 0,67 0,65 0,54 0,30 3,8 3,8

Serge 600
1011

charcoal | 
bronze

front 87,4 6,5 6,1 0,18 0,14 0,09 0,07 0,62 0,63 0,54 0,30 6,1 6,2
back 87,9 6,0 6,1 0,18 0,14 0,09 0,07 0,62 0,63 0,54 0,30 6,1 6,2

Serge 600
1010

charcoal | 
charcoal

front 91,4 5,0 3,6 0,23 0,17 0,10 0,09 0,69 0,67 0,55 0,30 3,6 3,6
back 91,6 4,8 3,6 0,23 0,17 0,10 0,09 0,69 0,67 0,55 0,30 3,6 3,6

Solar energetic properties


